
Ɣ IL MECCANISMO DI QUESTE POMPE É 
DEL TIPO AD ECCENTRICO E PIATTELLO 
CON RITORNO A MOLLA, RACCHIUSO 
DA UN CARTER DI ALLUMINIO IN BAGNO 
D’OLIO
Ɣ DI SERIE LA REGOLAZIONE DELLA 
POMPA È MANUALE MA É POSSIBILE 
COMANDARLA CON UN SEGNALE 
REMOTO, TRAMITE SERVOCOMANDO 
ELETTRICO CON UN SEGNALE 4÷20 mA 
O INVERTER

Ɣ THESE PUMPS ARE PLUNGER PISTON 
METERING PUMPS FEATURING A SPRING 
RETURN STROKE IN AN ALLUMINIUM 
HOUSING WITH OIL BATH
Ɣ EACH PUMPIS EQUIPPED WITH 
MANUAL FLOW ADJUSTMENT AND CAN 
BE EQUIPPED WITH AN ELECTRIC 
ACTUATOR WHICH ACCEPTS A 4÷20 mA 
OR INVERTER

POMPE DOSATRICI ELECTROMECCANICHE  ELECTROMECHANIC DOSING PUMPS
TAURUSSERIES
WATER TREATMENTDIVISION

CARATTERISTICHE GENERALI  GENERAL FEATURES

Ɣ TESTATA POMPANTE DI SERIE IN AISI316 o in PVC Ɣ PISTONE IN AISI316 o CERAMICA

Ɣ SS316 or PVC PUMP HEAD Ɣ SS316 or CERAMIC PISTON

PISTON VERSION

Ɣ TESTATA POMPANTE DI SERIE IN AISI316, PP, PVDF e PVC Ɣ MEMBRANA IN PTFE

Ɣ SS316, PP, PVDF or PVC PUMP HEAD Ɣ PTFE DIAPHRAGM

DIAPHRAGM VERSION
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TP.15 PISTON VERSION
Ɣ CORSA 15 mm
Ɣ portate max 1,5÷304 lt/h Ɣ pressione max 20 bar Ɣ frequenza fissa 58-78-116 colpi/min Ɣ 

diametri pistone 6÷24 mm Ɣ motori 0,18/0,25 kW di tipo unificato IP55

Ɣ STROKE 15 mm
Ɣ�1,5÷304 lt/h max flow rate Ɣ�20 bar max pressure Ɣ�58-78-116 fixed frequency Ɣ�6÷24 piston 

diameters Ɣ�0,18/0,25 kW standard IP55 motors

TP.25 PISTON VERSION
Ɣ CORSA 25 mm
Ɣ portate max 40÷1000 lt/h Ɣ pressione max 20 bar Ɣ frequenza fissa 58-78-116 colpi/min Ɣ 

diametri pistone 25÷89 mm Ɣ motori 0,25/0,37/0,55/0,75 kW di tipo unificato IP55

Ɣ STROKE 25 mm
Ɣ�40÷1000 lt/h max flow rate Ɣ�20 bar max pressure Ɣ�58-78-116 fixed frequency Ɣ�6÷24 piston 

diameters Ɣ�0,25/0,37/0,55/0,75 kW standard IP55 motors

TM.2-4-6 DIRECT DIAPHRAGM VERSION
Ɣ CORSA 2-4-6 mm
Ɣ portate max 5,5÷460 lt/h Ɣ pressione max 10 bar Ɣ frequenza fissa 58-78-116 colpi/min Ɣ 

diametri membrana 65÷165 mm Ɣ motori 0,18/0,25/0,37 kW di tipo unificato IP55

Ɣ STROKE 2-4-6 mm
Ɣ� 5,5÷460 lt/h max flow rate Ɣ� 10 bar max pressure Ɣ� 58-78-116 fixed frequency Ɣ� 65÷165 

diaphragm diameters Ɣ�0,18/0,25/0,37 kW standard IP55 motors

TM.5 DIRECT DIAPHRAGM VERSION
Ɣ CORSA di RITORNO A MOLLA e CORPO RIDUTTORE IN PP
Ɣ portate max 17÷60 lt/h Ɣ pressione max 5 bar Ɣ frequenza fissa 41-58-82-116-160 colpi/min Ɣ 

diametro membrana 50 mm Ɣ motore 0,9 kW di tipo unificato IP55

Ɣ SPRING RETURN MECHANISM in a PP HOUSING
Ɣ�17÷60 lt/h max flow rate Ɣ�5 bar max pressure Ɣ�41-58-82-116-160 fixed frequency Ɣ�50 piston 

diameter Ɣ�0,9 kW standard IP55 motor

ELECTROMECHANICPRODUCTS

MODELLI  MODELS
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Ɣ Controllo misura e dosaggio proporzionale mediante pompa con Inverter ad un convertitore elettromagnetico di portata o ad un segnale 
contatore lancia impulsi

Ɣ Flow measure through electromagnetic flow rate or signal from pulse emitter water meter and proportional dosing with motor pump with 
inverter

HVF
PRGH

HQWHU
FDO

NX 2000

ELECTROMECHANICPRODUCTS

ESEMPI DI INSTALLAZIONE  INSTALLATION EXAMPLES
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CONNESSIONI
CONNECTIONS

PESI  WEIGHTSMODELLI
MODELS

Ø PISTONI
Ø PISTONS

COLPI/min.
STROKES/min

PORTATE
FLOW RATES

PRESSIONI  PRESSURES
SS316 SS316PVC PVC

TRIFASE  THREE-PHASE 0,18kW - MONOFASE  SINGLE-PHASE 0,25 kW

TRIFASE  THREE-PHASE 0,25kW - MONOFASE  SINGLE-PHASE 0,37 kW

1/4” g.f. 9,8 kg 8,4 kgTP15658

PRESSIONE  PRESSURE Ø PISTONE  Ø PISTON

6 mm 58 1,5 lt/h 20 bar 10 bar

Ø PISTONI
Ø PISTONS

SS316
A B C T

PVC
A B C T

216 1/4” g.f. 806 mm 120 210 1/4” g.f. 68 157
216 1/4” g.f. 8011 mm 120 210 1/4” g.f. 68 157
216 3/8” g.f. 8017 mm 120 210 3/8” g.f. 68 147
225 3/8” g.f. 8025 mm 120 215 3/8” g.f. 68 147
225 3/8” g.f. 8030 mm 120 215 3/8” g.f. 68 147
235 3/8” g.f. 10038 mm 160 227 3/8” g.f. 88 168
240 1/2” g.f. 10048 mm 160 227 1/2” g.f. 88 196
240 1/2” g.f. 12054 mm 173 229 1/2” g.f. 108 216
250 3/4” g.f. 12064 mm 202 238 3/4” g.f. 108 222

1/4” g.f. 9,8 kg 8,4 kgTP156116 6 mm 116 3,0 lt/h 20 bar 10 bar
1/4” g.f. 9,8 kg 8,4 kgTP15678 6 mm 78 2,0 lt/h 20 bar 10 bar

1/4” g.f. 9,8 kg 8,4 kgTP151158 11 mm 58 5,0 lt/h 20 bar 10 bar

1/4” g.f. 9,8 kg 8,4 kgTP1511116 11 mm 116 10,0 lt/h 20 bar 10 bar
1/4” g.f. 9,8 kg 8,4 kgTP151178 11 mm 78 6,5 lt/h 20 bar 10 bar

3/8” g.f. 9,8 kg 8,4 kgTP152558 25 mm 58 25,0 lt/h 20 bar 10 bar

3/8” g.f. 9,8 kg 8,4 kgTP1525116 25 mm 116 50,0 lt/h 20 bar 10 bar
3/8” g.f. 9,8 kg 8,4 kgTP152578 25 mm 78 32,0 lt/h 20 bar 10 bar

3/8” g.f. 12,8 kg 10 kgTP153858 38 mm 58 55,0 lt/h 17 bar 10 bar

3/8” g.f. 12,8 kg 10 kgTP1538116 38 mm 116 110,0 lt/h 17 bar 10 bar
3/8” g.f. 12,8 kg 10 kgTP153878 38 mm 78 73,5 lt/h 17 bar 10 bar

1/2” g.f. 14,6 kg 10,3 kgTP155458 54 mm 58 110,0 lt/h 8 bar 8 bar

1/2” g.f. 14,6 kg 10,3 kgTP1554116 54 mm 116 220,0 lt/h 8 bar 8 bar
1/2” g.f. 14,6 kg 10,3 kgTP155478 54 mm 78 145,0 lt/h 8 bar 8 bar

3/8” g.f. 9,8 kg 8,4 kgTP151758 17 mm 58 11,0 lt/h 20 bar 10 bar

3/8” g.f. 9,8 kg 8,4 kgTP1517116 17 mm 116 22,0 lt/h 20 bar 10 bar
3/8” g.f. 9,8 kg 8,4 kgTP151778 17 mm 78 15,0 lt/h 20 bar 10 bar

3/8” g.f. 11,2 kg 9,8 kgTP153058 30 mm 58 35,0 lt/h 20 bar 10 bar

3/8” g.f. 11,2 kg 9,8 kgTP1530116 30 mm 116 70,0 lt/h 20 bar 10 bar
3/8” g.f. 11,2 kg 9,8 kgTP153078 30 mm 78 45,0 lt/h 20 bar 10 bar

1/2” g.f. 12,8 kg 10 kgTP154858 48 mm 58 85,0 lt/h 10 bar 10 bar

1/2” g.f. 12,8 kg 10 kgTP1548116 48 mm 116 170,0 lt/h 10 bar 10 bar
1/2” g.f. 12,8 kg 10 kgTP154878 48 mm 78 114,0 lt/h 10 bar 10 bar

3/4” g.f. 15,7 kg 10,5 kgTP156458 64 mm 58 152,0 lt/h 6 bar 6 bar

3/4” g.f. 15,7 kg 10,5 kgTP1564116 64 mm 116

20 bar 11 - 17 - 25 - 30 - 38 mm

304,0 lt/h 6 bar 6 bar
3/4” g.f. 15,7 kg 10,5 kgTP156478 64 mm 78 204,0 lt/h 6 bar 6 bar

TP.15 PISTON VERSION

180 110

360

80 94

4,5

145

50 80

B

C

TA 86

65
125

Ø 8

Ø 9

POMPE DOSATRICI ELECTROMECCANICHE  ELECTROMECHANIC DOSING PUMPS
TAURUSSERIES
WATER TREATMENTDIVISION

CARATTERISTICHE TECNICHE  TECHNICAL FEATURES

DATI DIMENSIONALI  DIMENSIONAL FEATURES

ESECUZIONI SPECIALI CORPI POMPA PVC PER ALTE PRESSIONI  PVC PUMP HEAD SPECIAL EXECUTIONS FOR HIGH PRESSURES
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CONNESSIONI
CONNECTIONS

PESI  WEIGHTSMODELLI
MODELS

Ø PISTONI
Ø PISTONS

COLPI/min.
STROKES/min

PORTATE
FLOW RATES

PRESSIONI  PRESSURES
SS316 SS316PVC PVC

TRIFASE  THREE-PHASE 0,18kW - MONOFASE  SINGLE-PHASE 0,25 kW

TRIFASE  THREE-PHASE 0,37kW - MONOFASE  SINGLE-PHASE 0,55 kW

TRIFASE  THREE-PHASE 0,55kW - MONOFASE  SINGLE-PHASE 0,75 kW

3/8” g.f. 15,5 kg 14,1 kgTP252558 25 mm 58 40,0 lt/h 20 bar 10 bar

Ø PISTONI
Ø PISTONS

SS316
A B C T

PVC
A B C T

258 3/8” g.f. 8025 mm 120 258 3/8” g.f. 68 157
258 3/8” g.f. 8030 mm 120 258 3/8” g.f. 68 157
268 3/8” g.f. 10038 mm 160 268 1/2” g.f. 88 168
268 1/2” g.f. 10048 mm 160 268 1/2” g.f. 88 196
268 1/2” g.f. 12054 mm 173 268 1/2” g.f. 108 216
273 3/4” g.f. 12064 mm 202 273 3/4” g.f. 108 222
288 1” g.f. 14876 mm 238 288 1” g.f. 138 244
288 1” g.f. 16089 mm 252 288 1” g.f. 150 256

3/8” g.f. 15,5 kg 14,1 kgTP2525116 25 mm 116 80,0 lt/h 20 bar 10 bar
3/8” g.f. 15,5 kg 14,1 kgTP252578 25 mm 78 53,0 lt/h 20 bar 10 bar

1/2” g.f. 18,4 kg 15,6 kgTP253858 38 mm 58 90,0 lt/h 20 bar 10 bar

1/2” g.f. 18,4 kg 15,6 kgTP2538116 38 mm 116 180,0 lt/h 20 bar 10 bar
1/2” g.f. 18,4 kg 15,6 kgTP253878 38 mm 78 120,0 lt/h 20 bar 10 bar

1/2” g.f. 20,2 kg 15,6 kgTP255458 54 mm 58 180,0 lt/h 15 bar 10 bar

1/2” g.f. 20,2 kg 15,6 kgTP2554116 54 mm 116 365,0 lt/h 15 bar 10 bar
1/2” g.f. 20,2 kg 15,6 kgTP255478 54 mm 78 242,0 lt/h 15 bar 10 bar

3/8” g.f. 15,5 kg 14,1 kgTP253058 30 mm 58 55,0 lt/h 20 bar 10 bar

3/8” g.f. 15,5 kg 14,1 kgTP2530116 30 mm 116 112,0 lt/h 20 bar 10 bar
3/8” g.f. 15,5 kg 14,1 kgTP253078 30 mm 78 75,0 lt/h 20 bar 10 bar

1/2” g.f. 18,4 kg 15,6 kgTP254858 48 mm 58 140,0 lt/h 20 bar 10 bar

1/2” g.f. 18,4 kg 15,6 kgTP2548116 48 mm 116 284,0 lt/h 20 bar 10 bar
1/2” g.f. 18,4 kg 15,6 kgTP254878 48 mm 78 190,0 lt/h 20 bar 10 bar

TRIFASE  THREE-PHASE 0,75kW

1” g.f. 28,2 kg 18,2 kgTP257658 76 mm 58 365,0 lt/h 7 bar 7 bar

1” g.f. 28,2 kg 18,2 kgTP2576116 76 mm 116 730,0 lt/h 7 bar 7 bar
1” g.f. 28,2 kg 18,2 kgTP257678 76 mm 78 485,0 lt/h 7 bar 7 bar

3/4” g.f. 21,3 kg 16,1 kgTP256458 64 mm 58 250,0 lt/h 10 bar 10 bar

3/4” g.f. 21,3 kg 16,1 kgTP2564116 64 mm 116 505,0 lt/h 10 bar 10 bar
3/4” g.f. 21,3 kg 16,1 kgTP256478 64 mm 78 335,0 lt/h 10 bar 10 bar

1” g.f. 30,4 kg 18,6 kgTP256458 89 mm 58 495,0 lt/h 5 bar 5 bar

1” g.f. 30,4 kg 18,6 kgTP2564116 89 mm 116 1000,0 lt/h 5 bar 5 bar
1” g.f. 30,4 kg 18,6 kgTP256478 89 mm 78 660,0 lt/h 5 bar 5 bar

TP.25 PISTON VERSION

410

80 94

5,5 50
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C
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157
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31

230

ELECTROMECHANICPRODUCTS

CARATTERISTICHE TECNICHE  TECHNICAL FEATURES

DATI DIMENSIONALI  DIMENSIONAL FEATURES

PRESSIONE  PRESSURE Ø PISTONE  Ø PISTON
20 bar 38 - 48 mm

ESECUZIONI SPECIALI CORPI POMPA PVC PER ALTE PRESSIONI  PVC PUMP HEAD SPECIAL EXECUTIONS FOR HIGH PRESSURES
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CONNESSIONI
CONNECTIONS

PESI  WEIGHTSMODELLI
MODELS

Ø MEMBRANA
Ø DIAPHRAGM

COLPI/min.
STROKES/min

PORTATE
FLOW RATES

PRESSIONI
PRESSURES SS316 PVC/PP/PVDF

TRIFASE  THREE-PHASE 0,18kW - MONOFASE  SINGLE-PHASE 0,25 kW
1/4” g.f. 10,2 kg 8,5 kgTM26558 65 mm 58 5,5 lt/h 10 bar

Ø MEMBRANA
Ø DIAPHRAGM

SS316
A B C T

PVC/PP/PVDF
A B C T

144 1/4” g.f. 9865 mm 208 149 1/4” g.f. 98 150
146 3/8” g.f. 12094 mm 236 144 3/8” g.f. 117 172
146 3/8” g.f. 140108 mm 248 144 3/8” g.f. 131 212
157 3/8” g.f. - 1”g.f. 170138 mm 347 158 3/4” g.f. - 1”g.f. 160 258
157 1” g.f. 190165 mm 377 160 1” g.f. 193 296

1/4” g.f. 10,2 kg 8,5 kgTM265116 65 mm 116 11,0 lt/h 10 bar
1/4” g.f. 10,2 kg 8,5 kgTM26578 65 mm 78

L.CORSA
L.STROKE

2 mm

2 mm
2 mm 8,0 lt/h 10 bar

TRIFASE  THREE-PHASE 0,37kW - MONOFASE  SINGLE-PHASE 0,55 kW
3/8” g.f. 13,3 kg 10,1 kgTM410858 108 mm 58 60,0 lt/h 10 bar

3/8” g.f. 13,3 kg 10,1 kgTM4108116 108 mm 116 120,0 lt/h 10 bar
3/8” g.f. 13,3 kg 10,1 kgTM410878 108 mm 78

4 mm

4 mm
4 mm 80,0 lt/h 10 bar

1” g.f. 22,0 kg 13,2 kgTM616558 165 mm 58 230,0 lt/h 5 bar

1” g.f. 22,0 kg 13,2 kgTM6165116 165 mm 116 460,0 lt/h 5 bar
1” g.f. 22,0 kg 13,2 kgTM616578

TM

165 mm 78
6 mm

6 mm
6 mm 330,0 lt/h 5 bar

TRIFASE  THREE-PHASE 0,25kW - MONOFASE  SINGLE-PHASE 0,37 kW
3/8” g.f. 10,7 kg 8,4 kgTM29458 94 mm 58 20,0 lt/h 10 bar

3/8” g.f. 10,7 kg 8,4 kgTM294116 94 mm 116 40,0 lt/h 10 bar
3/8” g.f. 10,7 kg 8,4 kgTM29478 94 mm 78

2 mm

2 mm
2 mm 26,0 lt/h 10 bar

3/4” g.f. 18,4 kg 12,3 kgTM613858 138 mm 58 155,0 lt/h 7 bar

1” g.f. 18,4 kg 12,3 kgTM6138116 138 mm 116 310,0 lt/h 7 bar
3/4” g.f. 18,4 kg 12,3 kgTM613878 138 mm 78

6 mm

6 mm
6 mm 220,0 lt/h 7 bar

TM.2-4-6 DIAPHRAGM VERSION

T
Ø 8

86

65
125

Ø 9
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POMPE DOSATRICI ELECTROMECCANICHE  ELECTROMECHANIC DOSING PUMPS
TAURUSSERIES
WATER TREATMENTDIVISION

CARATTERISTICHE TECNICHE  TECHNICAL FEATURES

DATI DIMENSIONALI  DIMENSIONAL FEATURES

ESECUZIONI SPECIALI CORPI POMPA PVC PER ALTE PRESSIONI  PVC PUMP HEAD SPECIAL EXECUTIONS FOR HIGH PRESSURES

PRESSIONE  PRESSURE Ø PISTONE  Ø PISTON
16 bar 64 - 94 mm

DN50-PN10 RF 30,0 kg 20,0 kgTMP1 210 mm 93/116 800,0 to
2000,0 lt/h 5 bar

1” g.f. 25,0 kg 15,0 kgTMP 165 mm 156

10-20mm

6 mm 660,0 lt/h 4 bar
TRIFASE  THREE-PHASE 0,75kW

TRIFASE  THREE-PHASE 1,1kW
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CONNESSIONI CONNECTIONS PESI  WEIGHTSMODELLI
MODELS

Ø MEMBRANA
Ø DIAPHRAGM

COLPI/min.
STROKES/min

PORTATE
FLOW RATES

PRESSIONI  PRESSURES
bar SS316psi PVC/PPSS316 PVC

TRIFASE  THREE-PHASE 0,09kW
1/2” g.m. 5,3 kg 4,5 kgTAM2S5041

TMP1

TMP

50 mm 41 15,0 lt/h 5 72,5

1/2” g.m. 5,3 kg 4,5 kgTAM2S5082 50 mm 82 30,0 lt/h 5 72,5
1/2” g.m. 5,3 kg 4,5 kgTAM2S5058 50 mm 58 20,0 lt/h 5 72,5

1/2” g.m. 5,3 kg 4,5 kgTAM2S50116 50 mm 116 42,0 lt/h 5 72,5
1/2” g.m.

3/4” g.m.

3/4” g.m.
3/4” g.m.

3/4” g.m.
3/4” g.m. 5,3 kg 4,5 kgTAM2S50160 50 mm 160 60,0 lt/h 5 72,5

TM.5 DIAPHRAGM VERSION

165

60

280

55 106

190

60
160 90

95

7
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74,5

88G3/4” M

5,5
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ELECTROMECHANICPRODUCTS

CARATTERISTICHE TECNICHE  TECHNICAL FEATURES

DATI DIMENSIONALI  DIMENSIONAL FEATURES

Disponibile la versione MONOFASE a max 1 bar
SINGLEPHASE version available at max 1 bar

T

160

145

50

80

B
C

A

254
125

49
3

80

35

160

102

15
0

70

15
15

4-Ø10

Ø165

261.5 237 Ø250

4-Ø19

Ø125 

Ø11.5 

57
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220

Oil Drain Oil Level

Oil Charge
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